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RF

JN5168-001-Myy Jennic JN5168
CPU RF

应

JN5168 802.15.4, JenNet-IP, ZigBee Light Link, ZigBee Smart Energy 
RF4CE 

JN5168-001-M00
JN5168-001-M03 uFL
JN5168-001-M05 uFL
JN5168-001-M06 uFL

JN5168-001-M0X
JN5168-001-M00/M03/M05/M06



B
                  

RAM、ROM

CPU

                                             

 JN5139

FLASH

Timer

UART

 JN5148

OTP 

I2S

SPI、I2C

          DIO

  2.4-2.483GHz   2.4-2.483GHz

     250、500 & 667Kbps(QPSK)250Kbps(QPSK)

  M00 M01 SMA M03 uFL

16MHz 32-bit RISC 4-32MHz 32-bit RISC

128KB 500KB

48-byte 32-byte

UART0、UART1 UART0、UART1(JTAG )

-20℃   70℃

2.7-3.6V

802.15.4、Zigbee2004、JenNet

RAM 96KB、ROM 192 、ROM 128KB

M02：SMA  M04：uFL

 M00: M03：uFL

M04：uFL

18*30mm
18*41mm

TX 37mA RX 37mA
TX 125mA RX 45mA

TX 15mA RX 17.5mA
TX  110mA RX 23mA

M00/M03 18*30mm
        M04 18*41mm

 FCC part 15 rules、IC Canada RSS 210e、ETSI ETS300-328、Japan ARIB STD-T66

M00/M01/M03 -90 dBm
        M02/M04 -93 dBm

 JN5168

2.4-2.483GHz

250、500 & 667Kbps(QPSK)

32-byte

RAM 8/32KB

2.0-3.6V

M00/M03 TX 15mA RX 17.5mA
        M05 TX 35mA RX 22mA
        M06 TX 175mA RX 22mA

M00/M03 +2.5 dBm
M05 +9.5 dBm、M06 +22 dBm

M00/M03 -95 dBm、
M05 -96 dBm、M06 -100 dBm

M00 M03 uFL

M05:uFL M06 uFL

UART0、UART1

M00/M05/M06 16*30mm 
                M03 16*21mm

802.15.4、JenNet-IP、ZigBee Light Link、
ZigBee Smart Energy、RF4CE

4 10 ADC 1

4-32MHz 32-bit RISC

64/160/256KB

20 M05/M06 DIO2 DIO3

4 Timer 1 Timer/Counter

ToF( ) ToF( )

M00/M03 -95 dBm
        M04 -98 dBm

M00/M01/M03 +2.5 dBm
        M02/M04 +19 dBm

M00/M03 +2.5 dBm
        M04 +20 dBm

2 M02/M04 DIO2 DIO3

M00/M03
M04

M00/M03 2.3-3.6V
        M04 2.7-3.6V

M00/M01/M03
        M02/M04

M00/M01/M03
        M02/M04

RAM 128KB

2 M04 DIO2 DIO3

4 12 ADC 2 11 DAC 24 12 ADC 2 11 DAC 2

2 Timer 3 Timer 3 Timer 3 Timer

<2.6uA

-40℃   85℃ -40℃   85℃

802.15.4、ZigbeePRO、JenNet、RF4CE


